a» United States Patent

US006546714B1

US 6,546,714 B1

(10) Patent No.:

Schneider 45) Date of Patent: Apr. 15, 2003
(59 REDUCED TOXICITY FUEL SATELLITE 4,548,033 A * 10/1985 Cann ..oceccececneneee. 313/231.41
PROPULSION SYSTEM INCLUDING 4.583.361 A 4/1986  Genovese
PLASMATRON 4620415 A 1171986 Schmidt
4.635.885 A 1/1987 Hujsak
35 . . . . 4866929 A * 9/1989 Knowles et al. .............. 60/202
(75) Inventor: (Sltjesv)en J. Schneider. Rocky River. OH 5117627 A 6/1992 Runavot
5.533,331 A 771996 Campbell
5.901,55 *5/1999 ) SRR 219/121.
(73) Assignee: The United States of America, as ;(;2;;;; : 85;399 ]l:::il:: 1913148
represented by the Administrator of 6322757 BI * 11/2001 Cohn et al. ....corrrrvrevenen. 12373
the National Aeronautics and Space
Administration, Washington, DC (US) FOREIGN PATENT DOCUMENTS
14 [
(*) Notice: Subject to any disclaimer. the term of this GB 789960 71958
patent is extended or adjusted under 35 * cited by examiner
U.S.C. 154(b) by O days.
Primary Examiner—Charles G. Freay
(21) Appl. No.: 09/837,821 (74) Anorney, Agent, or Firm—Kent N. Stone
(22) Filed: Apr. 17, 2001 (57 ABSTRACT
Related U.S. Application Data A reduced toxicity fuel satellite propulsion system including
= APP a reduced toxicity propellant supply (10) for consumption in
(62) Division of application No. 09/291.883, filed on Apr. 14, an axial class thruster (14) and an ACS class thruster (16).
1999, now Pat. No. 6,272.846. The system includes suit_able valves and conduits (22) for
5 supplying the reduced toxicity propellant to the ACS decom-
(S’I) Int. Cl. ...’, Co6D 5/08 posing element (26) of an ACS thruster. The ACS decom-
(52) US.CL .. 60/211: 60/218: 60/257. posing element is operative to decompose the reduced
. 244/164 toxicity propellant into hot propulsive gases. In addition the
(58) Field of Search .........cccooonne. 60/218, 211. 257; system includes suitable valves and conduits (18) for sup-
244/164, 172 plying the reduced toxicity propellant to an axial decom-
) . posing element (24) of the axial thruster. The axial decom-
(56 References Cited posing element is operative to decompose the reduced
toxicity propellant into hot gases. The system further
U.S. PATENT DOCUMENTS Y pre : .
includes suitable valves and conduits (20) for supplying a
2,993.768 A 7/1961 Holzl second propellant (12) to a combustion chamber (28) of the
3~0:13-099 A 7/1962 Wilson axial thruster. whereby the hot gases and the second pro-
:%;‘:zg : g :gg: E;:Vrt}’ pellant auto-ignite and begin the combustion process for
RISLVAI & A on H .
3021992 A 2/1964 Zwicky producing thrust.
3,552,126 A 171971 Ahlent
4,027476 A 6/1977 Schmidt 8 Claims, 21 Drawing Sheets

100
- Plasmatron Fue! Reformer
- Oxidizer Injection Downstream of Plasmation
- Auto-tgnition in Combustion Chamber
- Gas/Liquid Combustion Process
Y Power | _
Fuel Supsly
In AInE%e
10 102 ) Combustion Chamber
~ / =N 113
K W e ———— \
Valve | A \{, )
! (Plasmatron
- hetormed Fuel _ . -
imarily Haf
110 . \ :siydmgen Gas)
]
T vawe —
10
Oxidizer Cathode
n

" 112

Oxidizer In

R=9€9'n (77



US 6,546,714 B1

Sheet 1 of 21

Apr. 15, 2003

U.S. Patent

JaISnIY). [RIXY

} "9

siisniy) SV
m ¢

anjep
yoe

3NN aAjep
janay yoayy (4

lojejnbay

anjep 0iAg DMW
3AjeN jenuely e




US 6,546,714 B1

Sheet 2 of 21

Apr. 15, 2003

U.S. Patent

—- +

¢ 9

$13)eay
an)SISay
ﬂ 8¢ 7¢
a|zZoN\13quey?) 1420
|ZZoN\1aquieyd 13420y T N
_NU % AN ﬁ ve
T T T T T T T T T T T T - aAje
Pulnlin e [ <5
1sneyx3 13%o0y
AN NEAN
| "
/ juejjadoid
9¢
pag isAjeieq snoiog
A|ddng samog (papaau y)

$$320.d J4e}s 0) Buljeay annsIsay
buisodwoaag Ajjeandieren
19)sniy) SaY  0€



US 6,546,714 B1

Sheet 3 of 21

Apr. 15,2003

U.S. Patent

€ 94

Si9)ea} uj J3z1pIxQ
anysIsay

w 47
ajzzoN\Jaquwey’) jayooy I \.

aAjeA
............ — N = -—- 05
Allllllnl
Isneyxy jaxaoy
3AjBA
L / <+
by

- + pag i1sAieje snosod oy
Ajddng samoyg (papaau )) u 18n4

$53201d ueys 0) buneay aAnsisay -
Jawiojay [j37 jany -

sisnayg sy OF



US 6,546,714 B1

Sheet 4 of 21

Apr. 15, 2003

U.S. Patent

gy Ol
Ajo0joa <¢ mu_u_

jenuabiue) ypum
induy 13z1pIXQ apoyied gq
q9 uj JazIpIXQ
89 S v > 8y i
T N B b
99 g S VUIILIWFT,.\I ane UGI_
_ \k 29
69 _ _ _ __ _ 1 M
. .
_ snewx jaxooy i
| !
| "y
A > e T E el
¥9 8G —> gf
N%_S_g spouy | 69 F 09
lenuabue) yim |
induj jang uy fang
Aiddng
~liamog|T

J3WI0J0Y 3N UoIjewWSE]d - \

sasnayg Sav €S



US 6,546,714 B1

Sheet 5 of 21

Apr. 15, 2003

U.S. Patent

¢ 94

Ajannoadsay ‘ug
jand4 4o 13zZIpixQ

1aquey)
uolsnquio)
9. AN
3A_A m
| —wwwy
« ANANANANAN
— 8L
pag ishieieg K .
||||||||||| Wi S}aNposy . anieA S
aA..Ilmza__xm_ 100y uoiyisodwodaq J0H
N
_,_ C \ 7]
/ A
uj J3z1pixQ
7 h\ //u 08 pagishjeley 10 jan4
7 NL ¢8 snoiog
- + S19]e3Y aNNSISaY

Ajddng 1amoy4

$539044 uonsnqwiog pinbiy/sey -
Jaquwey?) uolsngwo? vy uoubj-o)ny -
pag isAjeje jo weassumoq 8.8_____~ |anoadsay) 1an4 10 13zipixQ -
13zipixQ 10 |an4 bujsoduioaaq AjjeanAeie’ -
13)snay Sy pajuawbny o sasmayy yixy 04



US 6,546,714 B1

Sheet 6 of 21

Apr. 15,2003

U.S. Patent

u] 13ZIPIXQ

|
N

9 "9

aajep

\.mm

Jaquey)
uolSnquLoY

86

I
(sey 59:_,» _

10l Ajuewinng) !
_m__usm_ 1ay20y

|ang pawnojay | !
Al.l_l.

c

$832014 uonsnquo? pinbj/sey -
13GWeY7 uoySnqLIoY uj uoniubj-oyny -
13W10§3J JO WIBBL)SUMODQ UOIIBIU] 13ZIPIXQ -
19Wi0j3y 1199 jany -

)
98

Em
isAejeq snoiod

/ Ayddng samog

19)Snay) S9Y payuawbny 1g sasmayy ey V8

e

26

uj 13zipixQ

ul jang



US 6,546,714 Bl

Sheet 7 of 21

Apr. 15, 2003

U.S. Patent

u} JazIpixQ

|
N

44! .
— MR N G_u_ 1321 _x=_
apoyteg o
~ 01
. _
| AN NN X
_ = anjep
g — _ S

(se9 uaboiphy| N OLL
lllllllllll J0H Aprewpg), N
jang pawiojay |
uosjewseld! _
|

> T~ anen
S ~~\J7 .
gLl E_ [ g
13qUIBYY UONSNQUI0) : ¢0l 0L
901 "
apouy . ot
| _|Mddng)

samog | T

mwouo&S_.m:aeouu_:a_._\maw.
BaEaSSam:nsou:_=o_~_=m_-o~=<-
uoijewse|d o Weasjsumoq uondalu 13zipixQ -

13W10§3Y [3n4 UoseWSR| -

00}




US 6,546,714 B1

Sheet 8 of 21

Apr. 15, 2003

U.S. Patent

1sAjejen

g I 221 Wwoid sponposd

¢! uonisodiu0aag JoH

SUON NN NN N N N N ﬂvN_. _o_ﬁ

IABA UA.I_

8Ll
\.
anjep 1._

\ 1aquiey?) uonsnqiLo)

sneyxy )320
isneyxy jayaoy uj auoz uoniubj-oyny [ / Em__mae__n“
—o[ 401t
Aiddng samod
~ AN 3MeA 3
~ s1aquey) AI_
wnuajd N uj
pajeljiu] uolsnqwo? Jayy §o pauiny Japbuj - 9L sezpixg

$53304d uolisnquwio) pinbiy/pinbi -

laquwey? uonsnquwio?) ojuj uonaafuj Jazipixg puy jand -

13zipixQ 40 1an4 buisodwoaap Ajjeanheieq Ag uomuby -
sy exy L



US 6,546,714 Bl

Sheet 9 of 21

Apr. 15, 2003

U.S. Patent

6 "9l

Q geL o

ﬁ “‘v////////// N

}sneyx3 Jayaoy

ANAYANANANANANANAN

Aiddng 13mod

ang

anjep DAI_ ul

1371pIxQ

Jaqwey) uonsnquio) LEL ~

pajeniu| uonsnquiod JaYy g pauiny sapubj -

$533044 uonsnqio) pinbiy/pinbiy -

13ulio0jay ||37 |an4 wou4 sasex) JoH Ag uoijubj -

13qwey ) uonsnguwio? ojuj uoljaaluj J3ZIPIXQ puy jand -
sy eixy 921

3Ajep |

=

Cae

uj
1371PIXQ



US 6,546,714 B1

Sheet 10 of 21

Apr. 15,2003

U.S. Patent

0F "9

ﬁ %////////// A ﬂt: _eu
u>_u>||u1|_

Wy,
-.ﬂ.uww N sazpQ

]
-« =

1sneyx3 jayooy = B |
— ! u
J 1+d ppr BM

Ajddng 1amog

SN A N N N NN N N N anep

1oquwey) uopsnquioy 6L —"

3
=
pajeijiu) uoysnquio) J3yy JO paudn). Japbuj - 8| 9zipixQ
$539014 uonsnqo) pinby/pinbiy -
13quiey? uonsnquio) oju) uonaafuj J3zIpixQ puy jang -
uoJjewseld wouj sasex) jJoH Ag uonuby -
nysnyp ey O



US 6,546,714 B1

Sheet 11 of 21

Apr. 15,2003

U.S. Patent

LL 9 viL d9isniy] jeixy

H

N 021

"

13)1SNylL 'S’y 0€

Iang
Ayoixog
padnpay 0SL



US 6,546,714 B1

Sheet 12 of 21

Apr. 15, 2003

U.S. Patent

42k "9l

uoljewse|d [and yum uosjewSe|d Yim
13Ny YIXY 18isniy1 ‘S’ 'Y
001 A4

P ﬁ
mﬁ\J\ 7 \

e

jand
Anaixop
paanpay

121} 0S1

ecl "9d
13uinjay {13 [3n4uim  13Wi0jay |19 134 yIM
13SYL TYIXY 13ISNIY1L "SI’V
8 17

F @

- — — — — 2

[an4
Anaixog

paonpay

vail



US 6,546,714 B1

Sheet 13 of 21

Apr. 15, 2003

U.S. Patent

- 1ISIYY TYIXY wsniyl 'S’y
el 94 0L 0¢

@ H

9L \ | I

|ang
Anaixop
paonpay

apIxoiad
uaboipAy

991 0G1




US 6,546,714 B1

Sheet 14 of 21

Apr. 15, 2003

U.S. Patent

13ISNIY L TVIXY 1BIsniyL 'S’V

L "9l 0L 0t

H ﬁ

9L~

jand
AnaixoL
pasnpay

apIxoiad
uaboipAH




US 6,546,714 B1

Sheet 15 of 21

Apr. 15,2003

U.S. Patent

qsi "9

uosjewseijd ynm 43l04ay |13] [3nd YUM

uosjewSseld YiMm
JeisnyL ey Q|

1371pixQ

BRISIYLSDY 26 jaIsmayL ey gz

—_— e ———

|
e
|
M) _
VS [ggp !
L
lang
Aoixoy
pasnpay
gel
po1

1921p1X0

eGl "9

1awiojay 1139 13n4 yum
JIsNY] 'Sy gf

e N ] ~
/\J_ “
m m
AN
Sy o —
9tl q
gy
lang
Auaixoy
oc 201 paanpay
0St



US 6,546,714 B1

Sheet 16 of 21

Apr. 15, 2003

U.S. Patent

9} "9

981

881

13isnayy ey 081

/

IV —— e ——

vl

BSNYL'SIY 0Ll

pajuawbny \

Apaixoy
pasnpay




US 6,546,714 B1

Sheet 17 of 21

Apr. 15,2003

U.S. Patent

0z el

QN —. G_u_ uosewWSe|d YIM

uosjewseld YIm 1)IsnyL 'Sy
sy ey 022 pajuawbny (12

/ /

1

NN

-

Z.

NERANEAN A

- = 21z

OF  ang
1221pixQ ™ Ayaixoy

paonpay

NN —. m=n_ 13110J3Y 1139 13n4 YUMm

13W40J3Y 1139 34 YUM 19Isniyy 'S Y'Y

1ISNaYL 1BXY 002

= —— —— ———————

/ /|

[and

e

pajuawbny 6}



US 6,546,714 B1

Sheet 18 of 21

Apr. 15, 2003

U.S. Patent

w—. .w—n— Asniyy ey e

wvm\u _

apIxo0Jad
uaboipAy

991

7
yd |
J

syl "SIy
pajuawbny 0€2

/

[AT

|and
Knaixo}
pasnpay

0S1



US 6,546,714 B1

Sheet 19 of 21

Apr. 15, 2003

U.S. Patent

. | 1SNy 'Sy
m_- G—u— snuL ey 09¢ uo_=uEa=u<< 062

/ /

96¢
@@N \”A/K lllllll - m.u lllllll /I“
| N ! A\ J “
| | N |
i\ i e
e -
........ 262
S o
202 P |
apIxoiad |an4
uaboipAH Ayaixo]
paanpay
g91 0SL



US 6,546,714 Bl

Sheet 20 of 21

Apr. 15, 2003

U.S. Patent

ON ﬁ_ u_ saysnayy eixy L 191SMNL IV )2

\ pajuawbny v\

9L¢

S N —

lllllll vﬂﬂh ¢le

jang
Ayaixoy
paanpay

12412



US 6,546,714 B1

Sheet 21 of 21

Apr. 15, 2003

U.S. Patent

qi¢ "9

uoJjewseid yum
asnayy ey OV 1

/

)48

———

2Ll
99 1O

g

8vi

1143

1321p1x0

uoJjewsejd Yim
1BISNYL "SIV 00l

pajuawhny \

elg "9

J2ULI0J3Y 133 1304 UM
jIsnyL ey g7 |

gLl
= | |
m 4m —'M—. m llllllll "
" A —— m “ “ﬁ
|||||| - ISl i
A\ 201 -
201 emw\/.A
. Vel 4 <
A\ ]
L\ ey
QM—. 43zipixg

140

13ul0jay 113 |3n4 Yim
31sniy] "SI’y 8
pajuswbny

/

86
L“ lllllll J_
i “
I |
| |
| |
S o
9k \_gg
S Y_/
¢6
Q
1an4
Ayoxoy
o p3anpay



US 6,546,714 Bl

1

REDUCED TOXICITY FUEL SATELLITE
PROPULSION SYSTEM INCLUDING
PLASMATRON

This is a division of application Ser. No. 09/291.883.
now U.S. Pat. No. 6,272.846. which was filed on Apr. 14,
1999,

ORIGIN OF THE INVENTION

The invention described herein was made by an employee
of the United States Government and may be manufactured
and used by or for the Government for governmental pur-
poses without payment of royalties thereon or therefor.

TECHNICAL FIELD

This invention relates to a new propulsion system for
satellites. Specifically this invention relates to a reduced
toxicity satellite fuel that can be used for both the maneu-
vering and station-keeping propulsion systems of a satellite.

BACKGROUND ART

Current satellite propulsion systems typically use nitrogen
tetroxide with hydrazine in bipropellant class thrusters for
maneuvering propulsion and use hydrazine in monopropel-
lant class thrusters for stationkeeping propulsion. Unfortu-
nately these satellite propellants are highly toxic and
therefore, require special handling, transportation. and stor-
age mechanisms, which add substantial cost to the deploy-
ment of satellites.

One of the goals of NASA's Discovery Program for new
planetary exploration missions, is to substantially reduce
total mission cost while improving performance. The per-
formance and cost of the on-board propulsion system for
satellites can be a significant factor in obtaining the highest
possible science value per unit cost.

Consequently there exists a need for lower cost reduced
toxicity fuels with thrust per unit mass flow and density
characteristics that are sufficient to replace prior art toxic
fuels. Reduced toxicity fuels have not been used in the past,
due to the fact that candidate fuels are not hypergolic. In
other words, liquid reduced toxicity fuels will not sponta-
neously react with an oxidizer to begin the combustion
process as in prior art fuels such as hydrazine.

Thus. to produce a bipropellant satellite thruster for use
with a reduced toxicity fuel. there further exists a need for
the thruster to have an ignition element consisting of decom-
posing elements for decomposing a reduced toxicity propel-
lant into hot gases. These hot gases, like hypergolic toxic
liquid fuels will spontaneously react with an oxidizer and
begin the combustion process.

In addition to being used with bipropellant class thrusters,
there is a further need for this reduced toxicity fuel to be
used with monopropellant class thrusters. As a
mcnopropellant, the reduced toxicity fuel must have a
mclecular structure that will decompose into low molecular
weight gases without the formation of a solid constituent
such as graphite. These monopropellant thrusters must also
contain decomposing elements for reforming the reduced
toxicity fuel into propellant gases. Satellite fuels that can be
used as both a monopropellant and a bipropellant are
referred to as dual-mode fuels.

DISCLOSURE OF INVENTION

It is an object of the present invention to provide a
reduced toxicity propellant for use in satellite propulsion.
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It is a further object of the present invention to provide a
satellite thruster with the ability to catalytically decompose
a reduced toxicity propellant into hot gases.

It is a further object of the present invention to provide a
satellite thruster with the ability to decompose a reduced
toxicity propellant into hot gases with a fuel cell reformer.

It is a further object of the present invention to provide a
satellite thruster with a low weight plasmatron capable of
decomposing a reduced toxicity propellant into hot gases
without overheating and eroding portions of the plasmatron.

It is a further object of the present invention to provide a
reduced toxicity dual-mode propellant that can be used in
both bipropellant and monopropellant satellite propulsion
systems.

Further objects of the present invention will be made
apparent in the following Best Modes for Carrying Out
Invention and the appended claims.

The foregoing objects are accomplished in one preferred
embodiment of the invention by replacing the toxic fuel used
in prior art satellite propulsion systems with a reduced
toxicity liquid fuel such as methylamine. The thrusters in the
present invention include a decomposing element for con-
verting the reduced toxicity fuel into hot gases. These
decomposing elements are included in both the monopro-
pellant altitude control system (ACS) thrusters for station-
keeping and the bipropellant axial thrusters for maneuvering
the satellite.

In the ACS thrusters:; these decomposing elements are
operative to decompose the reduced toxicity liquid propel-
lant into propellant gases. In the axial thrusters the decom-
posing elements are operative to decompose the liquid
reduced toxicity propellant into hot gases which auto-ignite
with the second propellant in the combustion chamber of the
axial thruster and thereby produce thrust when ejected
through a nozzle. The difference between the thrusters is
primarily their thrust class or the force generated during
firing. The monopropellant ACS thrusters are in a smaller
thrust class than the bipropellant axial thrusters because they
are required to satisfy a minimum impulse-bit (thrust times
time) requirement for precision pointing of the satellite.

The prior art uses a toxic propellant such as hydrazine in
both the monopropellant ACS thrusters and bipropellant
axial thrusters. Hydrazine is a hypergolic fuel. which means
it will spontaneously react with an oxidizer such as nitrogen
tetroxide in the liquid state thereby triggering the combus-
tion process in prior art axial thrusters. Unfortunately, as
discussed above, reduced toxicity propellants suitable for
use with satellite propulsion are not hypergolic. Before the
reduced toxicity propellants of the present embodiment will
react with a second propellant, they must be decomposed
into hot gases. These hot gases will auto-ignite with the
second propellant and thereby begin the combustion pro-
cess.

Propellants can be decomposed by a number of different
technologies, including the use of catalytic decomposing
elements. fuel cell reformers, and plasmatrons. Each of these
decomposing elements is suitable for different reduced tox-
icity propellants. For example, the amine, methylamine, the
nitroparaffin, nitromethane, and the ether, ethylene oxide.
can be catalytically decomposed. Alcohols such as methanol
and ethanol, and saturated hydrocarbons such as methane
can be decomposed with fuel cell reformers. Saturated
hydrocarbons such as pentane and octane and jet engine
fuels such as kerosene and JP-10 can be decomposed with a
plasmatron. Other embodiments use unsaturated hydrocar-
bons such as l-pentene. ring compounds such as
cyclopropane. and strained ring compounds such as quad-
ricyclane.
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In the preferred embodiment of the invention the second
propellant is an oxidizer such as nitrogen tetroxide, liquid
oxygen. hydrogen peroxide. or oxygen difluoride. Although
oxygen difluoride is highly toxic and must be handled as a
mild cryogen on the ground, it represents a high perfor-
mance option. Although hydrogen peroxide has a rather high
toxicity. it has unique characteristics in that it is an unstable
molecule that can be catalytically decomposed into hot
oxygen rich gas. Thus hydrogen peroxide is suitable in use
as both a monopropellant in the ACS thrusters and as an
oxidizer in the axial thrusters.

In the preferred embodiment of the present invention the
decomposing element of a thruster is always active decom-
posing the reduced toxicity fuel into hot gases. However. in
alternate embodiments the decomposing elements could be
used in an axial thruster to initiate the combustion process.
Thereafter both propellants can be added directly to the
combustion chamber and the decomposing element can be
deactivated.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a schematic view representative of one preferred
embodiment of a reduced toxicity fuel dual-mode satellite
propulsion system of the present invention.

FIG. 2 is a schematic view representative of an ACS
thruster that catalytically decomposes a reduced toxicity
propellant in one preferred embodiment of the satellite
propulsion system.

FIG. 3 is a schematic view representative of an ACS
thruster with a fuel cell reformer for decomposing a reduced
toxicity propellant in an alternate embodiment of the satel-
lite propulsion system.

FIG. 4 is a schematic view representative of an ACS
thruster with a plasmatron for decomposing a reduced
toxicity propellant in an alternate embodiment of the satel-
lite propulsion system.

FIG. 5 is a schematic view representative of a preferred
embodiment of the invention where an axial thruster or
augmented ACS thruster catalytically decomposes a reduced
toxicity propellant into hot gases which react with a second
propellant in the combustion chamber.

FIG. 6 is a schematic view representative of an alternate
embodiment of the invention where an axial or augmented
ACS thruster includes a fuel cell reformer for decomposing
a reduced toxicity propellant into hot gases which react with
an oxidizer propellant in the combustion chamber.

FIG. 7 is a schematic view representative of an alternate
embodiment of the invention where an axial or augmented
ACS thruster includes a plasmatron for decomposing a
reduced toxicity propellant into hot gases which react with
an oxidizer propellant in the combustion chamber.

FIG. 8 is a schematic view representative of an alternate
embodiment of the invention where an axial thruster cata-
lytically decomposes a reduced toxicity propellant into hot
gases which initiate the combustion of the first and second
propellants in the combustion chamber.

FIG. 9 is a schematic view representative of an alternate
embodiment of the invention where an axial thruster
includes a fuel cell reformer for decomposing a reduced
toxicity propellant into hot gases which initiate the combus-
tion of the first and second propellants in the combustion
chamber.

FIG. 10 is a schematic view representative of an alternate
embodiment of the invention where an axial thruster
includes a. plasmatron for decomposing a reduced toxicity
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propellant into hot gases which initiate the combustion of
the first and second propellants in the combustion chamber.

FIG. 11 is a schematic view representative of a reduced
toxicity dual-mode satellite propuision system where a
reduced toxicity fuel is used in both an ACS thruster shown
schematically in FIG. 2 and an axial thruster shown sche-
matically in FIG. 8.

FIG. 124 is a schematic view representative of a reduced
toxicity dual-mode satellite propulsion system where
reduced toxicity propellants are used in both the ACS
thruster shown schematically in FIG. 3 and the axial thruster
shown schematically in FIG. 6.

FIG. 12) is a schematic view representative of a reduced
toxicity dual-mode satellite propulsion system where
reduced toxicity propellants are used in both the ACS
thruster shown schematically in FIG. 4 and the axial thruster
shown schematically in FIG. 7.

FIG. 13 is a schematic view representative of a reduced
toxicity dual-mode satellite propulsion system where a
reduced toxicity fuel is used in both an ACS thruster shown
schematically in FIG. 2 and an axial thruster shown sche-
matically in FIG. 5. and where the axial thruster uses
hydrogen peroxide as an oxidizer in the catalytic decom-
posing element. FIG. 14 is a schematic view representative
of a reduced toxicity dual-mode satellite propulsion system
with hydrogen peroxide as an oxidizer in both the axial
thruster shown schematically in FIG. 13 and as a monopro-
pellant in the ACS thruster shown schematically in FIG. 2.

FIG. 154 is a schematic view representative of a reduced
toxicity dual-mode satellite propulsion system where
reduced toxicity propellants are used in both an ACS
thruster, as shown in FIG. 3. and the axial thruster shown
schematically in FIG. 9.

FIG. 15b is a schematic view representative of a reduced
toxicity dual-mode satellite propulsion system where
reduced toxicity propellants are used in both an ACS
thruster, as shown in FIG. 4. and the axial thruster shown
schematically in FIG. 10.

FIG. 16 is a schematic view representative of a reduced
toxicity. dual-mode satellite propulsion system with thrust-
ers representative of FIG. 5 used as both an axial thruster and
as an augmented ACS thruster.

FIG. 17a is a schematic view representative of a reduced
toxicity, dual-mode satellite propulsion system with thrust-
ers representative of FIG. 6 used as both an axial thruster and
as an augmented ACS thruster.

FIG. 17b is a schematic view representative of a reduced
toxicity, dual-mode satellite propulsion system with thrust-
ers representative of FIG. 7 used as both an axial thruster and
as an augmented ACS thruster.

FIG. 18 is a schematic view representative of a reduced
toxicity, dual-mode satellite propulsion system similar to
FIG. 14, where the ACS thruster is an augmented ACS
thruster.

FIG. 19 is a schematic view representative of a reduced
toxicity, dual-mode satellite propulsion system similar to
FIG. 13, where the ACS thruster is an augmented ACS
thruster.

FIG. 20 is a schematic view representative of a reduced
toxicity, dual-mode satellite propulsion system similar to
FIG. 11. where the ACS thruster is an augmented ACS
thruster.

FIG. 21 a is a schematic view representative of a reduced
toxicity., dual-mode satellite propulsion system similar to
FI¢: 15a where the ACS thruster is an augmented ACS
thruster.
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FIG. 21b is a schematic view representative of a reduced
toxicity. dual-mode satellite propulsion system similar to
FIG. 15b where the ACS thruster is an augmented ACS
thruster.

BEST MODES FOR CARRYING OUT
INVENTION

Referring now to the drawings and particularly to FIG. 1.
there is shown therein a reduced toxicity satellite fuel
propulsion system schematic. The system is representative
of a dual-mode propulsion system that includes both an axial
thruster 14 for maneuvering the satellite and an ACS thruster
16 for stationkeeping. These thrusters are designed for
different thrust classes (force generated during firing). The
ACS thrusters are in a smaller thrust class than the axial
thrusters because they are required to satisfy a minimum
irnpulse-bit (thrust times time) requirement for precision
pointing of the satellite.

The system includes two propellant supplies. The first
propellant supply 10 in one preferred embodiment includes
a reduced toxicity fuel such as methylamine. The second
propellant supply 12 in one preferred embodiment includes
an oxidizer such as liquid oxygen. The propulsion system
includes means for selectively supplying the first propellant
18 and means for selectively supplying the second propel-
lant 20 to the axial thruster. In one preferred embodiment,
the axial thruster includes a decomposing element 24 for
decomposing the first propellant into hot gases. These hot
gases react with the second propellant in the combustion
chamber 28 of the axial thruster 14 to initiate combustion
and thereby produce thrust. when ejected through a nozzle.

The propulsion system in one preferred embodiment also
includes means for selectively supplying the first propellant
22 to the ACS thruster. The ACS thruster also includes a
decomposing element 26 for decomposing the first propel-
lant into propellant gases, thereby producing thrust. when
ejected through a nozzle.

The terms “means for selectively supplying™ as used
above and throughout this application include any type of
suitable valves and conduits. Some embodiments may
include filters and/or pumps. However, these supplying
means are not limited to these examples or mere equivalents.
They are to be construed broadly to encompass any means
capable of controllably transferring propellant from one
place to another.

One advantage of the present invention is the use of
decomposing elements in both the ACS and axial thrusters.
This increases the number of available fuels beyond the
toxic fuels of the prior art. Another advantage of the present
invention is that the same nontoxic propellant can be used as
both a monopropellant in the ACS thrusters and as a bipro-
pellant in the axial thrusters, thus eliminating the need for a
third supply of propellant (separate supplies of monopro-
pellant and bipropellant fuels plus a supply of an oxidizer).

It should be understood that although in FIG. 1 only a
limited number of ACS and axial thrusters are shown, in
other embodiments of the invention different amounts, types
and combinations of thrusters may be used.

In the preferred embodiment of the present invention. the
dacomposing of a reduced toxicity propellant is accom-
plished with a catalytic decomposing element in the thrust-
ers. FIG. 2 schematically represents one embodiment of an
ACS thruster 30 which includes a catalytic decomposing
element 32 for breaking apart a large molecule (stored as a
liquid) propellant into smaller molecules which form a
propulsive gas. The system includes means for selectively
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supplying the propellant 34 into a porous catalyst bed 36 of
the decomposing element 32. In one embodiment of the
thruster. the decomposing element also includes resistive
heaters 38 which speed up the decomposition reaction.

Nontoxic or reduced toxicity propellants for use with this
embodiment of the propulsion system include: amines such
as. but not limited to, methylamine, nitroparaffins such as.
but not limited to nitromethane, alcohols such as, but not
limited to. methanol; and ethers such as, but not limited to.
ethylene oxide. Although hydrogen peroxide has been listed
above as a potential oxidizer for axial thrusters, hydrogen
peroxide is a unique propellant that can be catalytically
decomposed into a hot oxygen rich gas for use as a mono-
propellant in this embodiment of an ACS thruster.

In an alternate embodiment of the present invention. the
decomposing element of a thruster can include fuel cell
reformer technology. FIG. 3 schematically represents an
embodiment of the ACS thruster 40 with a fuel cell reformer
42. The fuel cell reformer in this embodiment includes a
porous catalyst bed 44 with resistive heaters 46. In addition
to means for supplying fuel 48 to the fuel cell reformer 42,
the system also includes means for supplying a small
amount of an oxidizer 50 to the catalyst bed for reforming
the liquid fuel into hot hydrogen gas without the formation
of solid graphitic carbon.

Any of the oxidizers listed above such as nitrogen
tetroxide. liquid oxygen, hydrogen peroxide. and oxygen
difluoride can be supplied to the fuel cell reformer: however,
liquid oxygen is the preferred oxidizer in order to convert the
carbon to carbon monoxide gas. The preferred fuels for this
embodiment include: alcohols such as, but not limited to,
methanol and ethanol: ethers such as. but not limited to.
ethylene oxide: and saturated hydrocarbons such as. but not
limited to. methane, ethane. pentane, and propane.

FIG. 4a schematically represents one embodiment of the
ACS thruster 52 that includes a plasmatron 54 for decom-
posing fuel. In this embodiment the plasmatron includes a
cathode 56 inside the thruster which is electrically charged.
Surrounding the cathode 56 along the inside wall of the
thruster 52 is an anode 58 with the opposite polarity of the
cathode 56. The system includes means for supplying both
liquid fuel 60 and a small amount of oxidizer 62 between the
cathode 56 and anode 58 with tangential velocity around the
cathode 56. The small amount of oxidizer is added along
with the fuel to produce a hydrogen rich plasma without the
formation of solid graphitic carbon.

FIG. 4) schematically represents a cross sectional view of
the ACS thruster 64 in this described embodiment. One
advantage of the present configuration is that the tangential
flow of the propellants from the oxidizer input 65 and fuel
input 67, will cause the discharge arc 69 between the anode
66 and cathode 68 to sweep around the tip of the cathode
rather than hanging up on one spot, overheating it. and
sputtering material away. In alternate embodiments of the
thruster, other configurations of a plasmatron can be used for
decomposing the fuel to produce propellant gases. As with
the fuel cell reformer represented in FIG. 3. any of the
oxidizers listed above can be used in the present embodi-
ment. However, liquid oxygen is preferred to convert the
carbon to carbon monoxide.

One advantage of using a plasmatron in a thruster. is that
it enables the use of a wide range of reduced toxicity fuels
including: alcohols such as. but not limited to, methanol and
ethanol: ethers such as. but not limited to. ethylene oxide;
amines such as, but not limited to. methylamine and ethy-
lamine; nitroparaffins such as. but not limited to.
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nitromethane: saturated hydrocarbons such as. but not lim-
ited to. methane. ethane, pentane, and propane: unsaturated
hydrocarbons such as but not limited to. l-pentene and
acetylene: ring compounds such as, but not limited to. JP-10
and cyclopropane: and strained ring compounds such as
quadricyclane.

As discussed above. the axial thruster is designed to be in
a higher thrust class than an ACS thruster. Prior art systems
achieve this higher performance by combining a toxic fuel
such as hydrazine with an oxidizer such as nitrogen tetroxide
in a combustion chamber. Because these chemicals are
hypergolic they will spontaneously react with one another in
the liquid state, thereby releasing energy to begin the com-
bustion process. The present invention improves over the
prior art by allowing a reduced toxicity liquid fuel to be used
in place of the prior art toxic fuels. However. candidates for
reduced toxicity liquid fuels such as methylamine are not
hypergolic. Rather they must be decomposed into hot gases
which will auto-ignite with an oxidizer such as liquid
oxygen.

FIGS. 5-10 schematically represent embodiments of axial
thrusters. The thrusters shown in FIGS. 5-7 designed for a
smaller thrust class could also be used as augmented ACS
thrusters.

FIG. 5 schematically represents an axial or augmented
ACS thruster 70 that has a catalytic decomposing element 72
for decomposing a propellant into hot gases. The catalytic
decomposing element 72 for this embodiment includes a
porous catalyst bed 80 for receiving a propellant and may
include resistive heaters 82 for speeding up the decompo-
sition reaction. This embodiment also includes means for
selectively supplying a first propellant 74 to the decompos-
ing element 72 and means for selectively supplying a second
propellant 78 directly to the combustion chamber 76 of the
axial thruster 70.

In this embodiment, the propellant supplied by the first
supplying means 74 can include nontoxic or reduced toxicity
fuels including: amines such as, but not limited to, methy-
lamine: nitroparaffins such as. but not limited to.
nitromethane; alcohols such as. but not limited to, methanol:
and ethers such as. but not limited to. ethylene oxide. The
propellant supplied by the second supplying means 78 can
be an oxidizer such as nitrogen tetroxide, liquid oxygen.
oxygen difluonide, and hydrogen peroxide.

In an alternate form of this invention the oxidizer hydro-
gen peroxide is supplied by the first supplying means 74 to
the catalytic decomposing element 72 and the reduced
toxicity fuel is directly supplied by the second supplying
means 78 to the combustion chamber 76. Thus, the oxidizer
hydrogen peroxide is decomposed into a hot oxygen rich gas
ready for reaction with the reduced toxicity liquid fuel in the
combustion chamber.

This embodiment of the axial or augmented ACS thruster
has a larger set of reduced toxicity fuels available for use as
a propellant including: alcohols such as. but not limited to,
methanol and ethanol; ethers such as, but not limited to,
ethylene oxide: amines such as. but not limited to, methy-
lamine and ethylamine: nitroparaffins such as, but not lim-
ited to. nitromethane: saturated hydrocarbons such as. but
not limited to. methane. ethane. pentane. and propane:
unsaturated hydrocarbons such as. but not limited to,
I-pentene and acetylene: ring compounds such as. but not
limited to, JP-10 and cyclopropane: and strained ring com-
pounds such as quadricyclane.

FIG. 6 schematically represents an alternate embodiment
of the axial or augmented ACS thruster 84 wherein the
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decomposing element is a fuel cell reformer 86. The fuel cell
reformer in this embodiment includes a porous catalyst bed
88 with resistive heaters 90. The system includes means for
selectively supplying a small amount of an oxidizer 94 to the
porous catalyst bed 88 for reforming the liquid fuel into hot
hydrogen gas without the formation of solid graphitic car-
bon. In addition the system also includes means for selec-
tively supplying liquid oxidizer 96 directly to the combus-
tion chamber 98 which is downstream of hot gases released
from the fuel cell reformer 86. The resulting reaction
between the oxidizer and hot gases initiates the combustion
process.

Oxidizers such as nitrogen tetroxide. liquid oxygen,
hydrogen peroxide. and oxygen difluoride can be used in this
embodiment: however. liquid oxygen is the preferred oxi-
dizer in order to convert the carbon to carbon monoxide gas.
The preferred fuels for this embodiment include: alcohols
such as. but not limited to. methanol and ethanol; ethers such
as, but not limited to. ethylene oxide: and saturated hydro-
carbons such as. but not limited to. methane, ethane,
pentane. and propane.

FIG. 7 schematically represents another embodiment of
the axial or augmented ACS thruster 100 that includes a
plasmatron 102 for decomposing fuel. In this embodiment
the plasmatron includes a cathode 104 inside the thruster
which is electrically charged. Surrounding the cathode 104
forming the inside wall of the thruster 100 is the anode 106
with the opposite polarity of the cathode 104. The system
includes means for supplying both liquid fuel 108 and means
for supplying a small amount of oxidizer 110 between the
cathode 104 and anode 106 with tangential velocity around
the cathode 104. A small amount of oxidizer is added along
with the fuel to produce a hydrogen rich plasma without the
formation of solid graphitic carbon.

As stated above for the ACS thruster in FIG. 5, one
advantage of the present configuration is that the tangential
flow of the propellants will cause the discharge arc between
the anode 106 and cathode 104 to sweep around the tip of the
cathode 104 rather than hanging up on one spot, overheating
it, and sputtering material away.

This embodiment of the axial or augmented ACS thruster
includes means for selectively supplying liquid oxidizer 112
directly to the combustion chamber 113 of the thruster
downstream of the hot gases formed by the plasmatron 102.
The oxidizer and hot gases auto-ignite and initiate the
combustion process.

For this embodiment oxidizers such as nitrogen tetroxide,
liquid oxygen: hydrogen peroxide and oxygen difluoride can
be used. However, liquid oxygen is preferred to convert the
carbon to carbon monoxide. Reduced toxicity fuels for use
with this embodiment include: alcohols such as, but not
limited to. methanol and ethanol: ethers such as, but not
limited to, ethylene oxide: amines such as. but not limited to.
methylamine and ethylamine: nitroparaffins such as, but not
limited to. nitromethane: saturated hydrocarbons such as,
but not limited to, methane, ethane, pentane. and propane:
unsaturated hydrocarbons such as, but not limited to.
1-pentene and acetylene; ring compounds such as. but not
limited to. JP-10 and cyclopropane: and strained ring com-
pounds such as quadricyclane.

In the above embodiments of the axial or augmented ACS
thrusters. the decomposing element continues to decompose
propellant into hot gases while the thruster is operating.
However. in an alternate form of the axial thruster the
decomposing element could be used as an ignition device
which starts the combustion reaction between a reduced
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toxicity fuel and an oxidizer. Once the combustion process
is started. the decomposing element may be deactivated.
FIG. 8 schematically represents an axial thruster 114 with a
catalytic decomposing element 116 for decomposing a pro-
pellant into hot gases 122 This embodiment includes both
means for selectively supplying a reduced toxicity liquid
fuel 124 and means for selectively supplying a liquid
oxidizer 126 to the combustion chamber 120 of the axial
thruster. The combustion process initiates the reaction
between the hot gases 122 and the liquid propellants injected
into the combustion chamber 120. Once combustion has
begun the reaction between the injected oxidizer and
reduced toxicity fuel will continue without the need for hot
gases from the catalytic decomposing element 116. Thus. the

catalytic decomposing element 116 can be turned off after

ignition of the thruster.

When nitrogen tetroxide, liquid oxygen. or oxygen dif-
luoride is used as an oxidizer in this embodiment, the
reduced toxicity fuels that can be used include: amines such
as. but not limited to. methylamine: nitroparaffins such as.
but not limited to nitromethane: alcohols such as, but not
limited to. methanol; and ethers such as, but not limited to,
ethylene oxide. These same fuels can also be used as the
propellant that is decomposed by the catalytic decomposing
element into hot gases.

In embodiments of this axial thruster where hydrogen
peroxide is used as the oxidizer. a larger set of reduced
toxicity fuels can include: alcohols such as, but not limited
to. methanol and ethanol; ethers such as, but not limited to,
ethylene oxide: amines such as. but not limited to. methy-
lamine and ethylamine: nitroparaffins such as. but not lim-
ited to. nitromethane; saturated hydrocarbons such as, but
not limited to, methane, ethane. pentane, and propane;
unsaturated hydrocarbons such as, but not limited to,
1-pentene and acetylene; ring compounds such as, but not
limited to. JP-10 and cyclopropane; and strained ring com-
pounds such as quadricyclane. In this embodiment hydrogen
peroxide is used as the propellant that is decomposed by the
catalytic decomposing element into hot gases.

FIG. 9 schematically represents an alternative embodi-
ment of an axial thruster 128 with a fuel cell reformer 130
that is used to initiate the combustion process and that can
be turned off once the combustion process between the
reduced toxicity fuel and oxidizer is under way.

The same propellant listed above for embodiments with
fuel cell reformers can be used in this embodiment includ-
ing: alcohols such as, but not limited to, methanol and
ethanol: ethers such as. but not limited to. ethylene oxide;
and saturated hydrocarbons such as. but not limited to.
methane, ethane. pentane, and propane. Oxidizers for this
embodiment include: nitrogen tetroxide, liquid oxygen,
hydrogen peroxide, and oxygen difluoride.

FIG. 10 schematically represents an alternative embodi-
ment of an axial thruster 140 with a plasmatron 142 that is
used to initiate the combustion process and that can be
turned off once the combustion process between the reduced
toxicity fuel and oxidizer is under way. The same propellants
listed above for embodiments with plasmatrons can be used
in this embodiment including: alcohols such as. but not
limited to, methanol and ethanol; ethers such as, but not
limited to, ethylene oxide: amines such as, but not limited to,
methylamine and ethylamine: nitroparaffins such as. but not
limited to, nitromethane; saturated hydrocarbons such as,
but not limited to. methane, ethane, pentane. and propane:
unsaturated hydrocarbons such as, but not limited to,
1-pentene and acetylene; ring compounds such as, but not
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limited to. JP-10 and cyclopropane; and strained ring com-
pounds such as quadricyclane. Oxidizers for this embodi-
ment include: nitrogen tetroxide. liquid oxygen. hydrogen
peroxide. and oxygen difluoride.

One advantage of the present invention is that the same
reduced toxicity fuels and oxidizers can be used in both the
ACS and axial thrusters. Thus. just as with some prior art
toxic fuels only two supplies of propellants are required.
FIG. 1 schematically represents this dual-mode propulsion
system with ACS thruster 30 like that shown in FIG. 2 and
axial thruster 70 like that shown in FIG. 5. However, with
different embodiments of thrusters as described above. alter-
nate embodiments of this dual-mode system exist. FIG. 11
schematically represents a reduced toxicity fuel dual-mode
satellite propulsion system, where the axial thruster 114 is
representative of an axial thruster like that shown in FIG. 8.
Also, the ACS thruster 30 is representative of an ACS
thruster like that shown in FIG. 2. In this embodiment there
are means 34 for selectively supplying reduced toxicity fuel
150 to the ACS thruster 30, means 118 for selectively
supplying reduced toxicity fuel to the decomposing element
116 used for ignition of the axial thruster 114, and means 124
for selectively supplying reduced toxicity fuel directly to the
combustion chamber 120 of the axial thruster. The system
also includes means for supplying liquid oxygen 164 to the
combustion chamber 120 of the axial thruster.

FIG. 12a schematically represents a reduced toxicity fuel
dual-mode satellite propulsion system using fuel cell
reformers. The axial thruster is representative of an axial
thruster 84 like that shown in FIG. 6 and the ACS thruster
is representative of the ACS thruster 40 like that shown in
FIG. 3. Here. there are means 48 for selectively supplying
reduced toxicity fuel 150 to the fuel cell reformer 42 of the
ACS thruster 40, and means 92 for selectively supplying
reduced toxicity fuel to the fuel cell reformer 86 of the axial
thruster 84. The system also includes means 50 for selec-
tively supplying an oxidizer 164 to the fuel cell 42 of the
ACS thruster 40 and means 94 for selectively supplying
oxidizer 164 to the fuel cell 86 of the axial thruster 84. In
addition the system of this embodiment also includes means
96 for selectively supplying oxidizer 164 to the combustion
chamber 98 of the axial thruster.

FIG. 12b is a variation of the reduced toxicity fuel,
dual-mode satellite propuision system of F1G. 12a where a
plasmatron fuel reformer is used. Here the axial thruster is
representative of an axial thruster 100 like that shown in
FIG. 7 and the ACS thruster is representative of the ACS
thruster 52 like that shown in FI1G. 4a. Here, there are means
60 for selectively supplying reduced toxicity fuel 150 to the
plasmatron fuel reformer 54 of the ACS thruster 52, and
means 108 for selectively supplying reduced toxicity fuel to
the plasmatron fuel reformer 102 of the axial thruster 100.
The system also includes means 62 for selectively supplying
an oxidizer 164 to the plasmatron fuel reformer 54 of the
ACS thruster 52 and means 110 for selectively supplying
oxidizer 164 to the plasmatron fuel reformer 102 of the axial
thruster 100. In addition the system of this embodiment also
includes means 112 for selectively supplying oxidizer 164 to
the combustion chamber 113 of the axial thruster.

FIG. 13 is an alternate embodiment that schematically
represents a reduced toxicity fuel dual-mode satellite pro-
pulsion system that uses hydrogen peroxide as an oxidizer.
In this embodiment the axial thruster 70 is representative of
an axial thruster like that shown in FIG. 5. Also. the ACS
thruster 30 is representative of an ACS thruster like that
shown in FIG. 2. In this embodiment there are means 34 for
selectively supplying a reduced toxicity fuel 150 to the
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catalytic decomposing element 32 of the ACS thruster 30.
and means 74 for selectively supplying reduced toxicity fuel
150 directly to the combustion chamber 76 of the axial
thruster 70. The system also includes means 78 for selec-
tively supplying the oxidizer hydrogen peroxide 166 to the
catalytic decomposing element 72 of the axial thruster 70.

FIG. 14 is a variation of the reduced toxicity fuel dual-
mode satellite propulsion system of FIG. 13. Here the
hydrogen peroxide 166 is used as a monopropellant in the
ACS thruster 30 rather than the reduced toxicity fuel 150.
The supplying means 168 supplies the catalytic decompos-
ing element 32 of the ACS thruster 30 with hydrogen
peroxide 166. which is decomposed into propellant gases.

FIG. 154 is a variation of the reduced toxicity fuel.
dual-mode satellite propulsion system of FIG. 124. Here the
fuel cell reformer is used and the axial thruster is represen-
tative of the axial thruster 128 like that shown in FIG. 9. In
this embodiment. there are both means 132 for selectively
supplying reduced toxicity fuel 150 and means 134 for
selectively supplying an oxidizer 164 to the fuel cell
reformer 130 used for ignition of the axial thruster. There are
also both means 136 for selectively supplying reduced
toxicity fuel 150 and means 138 for selectively supplying an
oxidizer 164 to the combustion chamber 131 of the axial
thruster.

FIG. 15b is a variation of the reduced toxicity fuel.
dual-mode satellite propulsion system of FIG. 12b. Here the
plasmatron fuel reformer is used and the axial thruster is
representative of the axial thruster 140 like that shown in
FIG. 10. In this embodiment, there are both means 144 for
selectively supplying reduced toxicity fuel 150 and means
146 for selectively supplying an oxidizer 164 to the plas-
matron fuel reformer 142 used for ignition of the axial
thruster. There are also both means 147 for selectively
supplying reduced toxicity fuel 150 and means 148 for
selectively supplying an oxidizer 164 to the combustion
chamber 149 of the axial thruster.

FIG. 16 is a variation of the reduced toxicity fuel. dual-
mode satellite propulsion system of FIG. 1. Thrusters similar
to FIG. 5 are used as both an augmented ACS thruster 170
and an axial thruster 180. The augmented ACS thruster is in
a lower thrust class than the axial thruster. In this
embodiment, there are both means 174 for selectively sup-
plying the reduced toxicity fuel 150 to the decomposing
element 172 of the augmented ACS thruster and means 184
for selectively supplying the reduced toxicity fuel 150 to the
decomposing element 182 of the axial thruster. There are
also both means 178 for selectively supplying the oxidizer
164 directly to the combustion chamber 176 of the aug-
mented ACS thruster and means 188 for selectively supply-
ing the oxidizer 164 directly to the combustion chamber 186
of the axial thruster.

FIG. 17a is a variation of the reduced toxicity fuel,
dual-mode satellite propulsion system of FIG. 16. Here the
fuel cell reformers 192 and 202 are used in the augmented
ACS thruster 190 and the axial thruster 200 which are
representative of the thruster shown in FIG. 6. The ACS
thruster is similar to the axial thruster. but in a lower thrust
class.

FIG. 17b is a variation of the reduced toxicity fuel,
dual-mode satellite propulsion system of FIG. 17a. Here
plasmatron fuel reformers 212 and 222 are used in the
augmented ACS thruster 210 and the axial thruster 220
which are representative of the thruster shown in FIG. 7. The
ACS thruster is similar to the axial thruster, but in a lower
thrust class.
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FIG. 18 is a variation of the reduced toxicity fuel, dual-
mode satellite propulsion system of FIG. 14. Here the
augmented ACS thruster 230 and axial thruster 240 are
representative of the thruster shown in FIG. 5. The aug-
mented ACS thruster is similar to the axial thruster. but in a
lower thrust class. Here hydrogen peroxide 166 is selec-
tively supplied to the catalytic decomposing elements 232
and 242 and the reduced toxicity fuel 150 is selectively
supplied to the combustion chambers 236 and 246.

FIG. 19 is a variation of the reduced toxicity fuel. dual-
mode satellite propulsion system of FIG. 13. Here the
augmented ACS thruster 250 and axial thruster 260 are
representative of the thruster shown in FIG. 5. The aug-
mented ACS thruster is similar to the axial thruster but in a
lower thrust class. Here hydrogen peroxide 166 is selec-
tively supplied to the combustion chamber 256 of the
augmented ACS thruster 250 and is selectively supplied to
the decomposing element 262 of the axial thruster 260. The
reduced toxicity fuel 150 is selectively supplied to the
decomposed element 252 of the augmented ACS thruster
200 and to the combustion chamber 266 of the axial thruster
260.

FIG. 20 is a variation of the reduced toxicity fuel. dual-
mode satellite propulsion system of FIG. 11. Here the
augmented ACS thruster 270 is similar to the thruster shown
in FIG. 5. Oxidizer 164 is selectively supplied to the
combustion chamber 276 of the augmented ACS thruster
270. Reduced toxicity fuel is selectively supplied to the
decomposing element 272 of the augmented ACS thruster
270.

FIG. 21a is a variation of the reduced toxicity fuel.
dual-mode satellite propulsion system of FIG. 15a. Here the
augmented ACS thruster 84 is similar to the thruster shown
in FIG. 6.

FIG. 21b is a variation of the reduced toxicity fuel,
dual-mode satellite propulsion system of FIG. 155. Here the
augmented ACS thruster 100 is similar to the thruster shown
in FIG. 7.

The dual-mode propulsion systems depicted by FIGS. 1
and 11-21 are representative of some of the embodiments of
the reduced toxicity thrusters of the present invention. Other
combinations of the reduced toxicity fuel thrusters described
above are also encompassed by the present invention.

The exemplary embodiments of the reduced toxicity fuel
satellite propulsion system described herein have been
described with reference to particular nontoxic propellants
and decomposing elements. Other embodiments of the
invention may include other or different nontoxic propel-
lants and decomposing elements which provide similar
performance characteristics.

Thus the reduced toxicity fuel satellite propulsion system
of the present invention achieves the above state objectives,
eliminates difficulties encountered in the use of prior devices
and systems, solves problems and attains the desired results
described herein.

In the foregoing description certain terms have been used
for brevity, clarity and understanding. However, no unnec-
essary limitations are to be implied therefrom because such
terms are for descriptive purposes and are intended to be
broadly construed. Moreover the descriptions and illustra-
tions herein are by way of examples and the invention is not
limited to the details shown and described.

In the following claims any feature described as means for
performing a function shall be construed as encompassing
any means capable of performing the recited function and
shall not be deemed limited to the particular means shown
in the foregoing description or mere equivalents thereof
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Having described the features. discoveries and principles
of the invention, the manner in which it is constructed and
operated and the advantages and useful results attained: the
new and useful structures. devices, elements. arrangements,
parts. combinations. systems. equipment. operations,
methods. processes and relationships are set forth in the
appended claims.

I claim:

1. A reduced toxicity fuel satellite propulsion system
comprising:

a first reduced toxicity liquid propellant supply, wherein
the first propellant includes a reduced toxicity satellite
fuel;

a thruster, wherein the thruster includes a decomposing
element, wherein the decomposing element is operative
to decompose the propellant: and wherein the decom-
posing element includes a plasmatron;

means for selectively supplying the propellant to the
decomposing element, whereby the propellant is
decomposed into hot gases;

a second liquid propellant supply, wherein the second
propellant includes an oxidizer;

a second supplying means for selectively supplying the
second propellant to the thruster, and wherein the
second supplying means is operative to selectively
supplying the secand propellant to the thruster.

2. The reduced toxicity fuel satellite propulsion system as
recited in claim I, wherein the second supplying means is
operative to selectively supply oxidizer to the plasmatron;
wherein the plasmatron includes:

a cathode, wherein the cathode is electrically charged;

an anode, wherein the  anode encircles the cathode.
wherein the anode has the opposite polarity of the
cathode. wherein the satellite fuel and oxidizer are
input into the plasmatron between the anode and the
cathode wherein an electrical discharge arc between the
anode and the cathode is produced whereby the elec-
trical arc is operative to decompose the satellite fuel

into hot gases.
3. The reduced toxicity fuel satellite propulsion system as
recited in claim 2, wherein the plasmatron includes means
for imparting the input of the satellite fuel and oxidizer with

14

tangential velocity around the anode. whereby the electrical
discharge arc between the anode and the cathode sweeps
around the anode to prevent overheating and erosion in one
location.

5 4. The reduced toxicity fuel satellite propulsion system as
recited in claim 1 wherein the satellite fuel includes a
reduced toxicity satellite fuel selected from the group con-
sisting of alcohols. ethers. amines. nitroparaffins. saturated
hydrocarbon. unsaturated hydrocarbons, ring compounds,

10 and strained ring compounds.

5. The reduced toxicity fuel satellite propulsion system as
recited in claim 1 wherein the satellite fuel includes a
reduced toxicity satellite fuel selected from the group con-
sisting of methanol, ethanol. methylamine. ethylamine,

15 methane, ethane. pentane. propane. !-pentene. acetylene,
ethylene, JP-10 and cyclopropane. and quadricyclane.

6. The reduced toxicity fuel satellite propulsion system as
recited in claim § wherein:

the thruster further includes a combustion chamber:

20 . . .
the decomposing element is operative to output the hot

gas into the combustion chamber;
the second supplying means is operative to selectively
supply the second propellant to the combustion cham-
25 ber of the thruster, whereby the second propellant and

the hot gases auto-ignite and produce thrust for maneu-
vering the satellite.
7. A method for propelling a satellite comprising the steps
of:
30  supplying a thruster with a first reduced toxicity propel-
lant;

decomposing the first propellant into hot gases with a
plasmatron:

supplying the thruster with a second propellant;

combining the hot gases with the second propellant inside
a combustion chamber of the thruster, whereby the
second propellant and hot gases auto-ignite and pro-
duce thrust for maneuvering the satellite.

8. A method for propelling a satellite as recited in claim

40 7. wherein the first propellant includes methylamine, and

wherein the second propellant includes liquid oxygen.
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